PROJECT
Accessory of the Month

Steampunk Lace Cuff

January 2022

Gathering Foot

WHAT YOU WILL NEED
Janome Sewing Machine
Janome Sharp Needle #12/80
Janome Leather Needle #11/75
Gathering Foot (V)
Zig Zag Foot (A)
Ultra Glide Foot or Even feed Foot optional
Button Sewing Foot (T) optional
Dressmaking Scissors
Tape Measure
Dressmaking Pins
Iron and Ironing Board

FABRIC & NOTIONS ( for 1 cuff )
Black Chiffon 25cm x Width of fabric roll
Black Guipure Lace 45mm wide - 75cm
Silver Leather or Vinyl - need 5cm x 15cm
Black Velvet Ribbon 9mm - 60cm
Decorative Chain and Charms optional
Thread: Black sewing thread for construction

INSTRUCTIONS
Step 1

CUTTING INSTRUCTIONS
Guipure Lace: 2 lengths x 30cm, 1 length x 15cm
Leather/Vinyl: 1 piece 5cm x 15cm
Velvet Ribbon: 1 length x 60cm
Chiffon: 1 piece 15cm x 33cm - see below.
Do not use scissors to cut across the Chiffon fabric.
Snip the selvedge then rip a straight line across
the width of the fabric. Measure 15cm along the
selvedge from the ripped edge, snip the selvedge
and rip across the fabric width, you should have a
piece 15cm by the width of the fabric.
Measure and cut to required length.
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Take the chiffon piece, on the 15cm end, fold the
edge in 7mm, press, then fold again 7mm and press,
pin to hold hem.
Set sewing machine to a straight stitch, attach A Foot.
Sew along the folded edge to hem it.
Hem each end of the
chiffon piece.
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Step 2 - Attaching lace

Step 4 - Gathering

Take a piece of Guipure lace place it on the long edge
of the chiffon with the wrong sides together.
Match the top edge of the lace to the ripped edge
of the chiffon, stitch together with a 5mm seam
allowance.

Attach the Gathering Foot (V)
Stitch: Straight with reverse
Stitch length: 2.0

Trim the ripped edge of the chiffon, leaving a 2-3mm
seam allowance.

Line up the edge of the chiffon seam to the 4.5cm mark
on the needle plate, make sure the lace on the right is
wrong side up.
Stitch across the chiffon at the medium sewing speed;
making sure you keep the seam on the 4.5cm needle plate
mark as you go.

TIP: For more gathers, increase the stitch length or lightly
hold your finger behind the foot to allow the fabric to
‘bunch up’ behind the foot.

Fold the lace over the raw edge and top stitch along
the seam to hold the lace in place.

Step 3

Step 5 - Leather/Vinyl piece

To attach the lace to the opposite side of the chiffon,
use the same technique as in step 2 BUT start with the
right sides together.

Fold the chiffon piece in half along the gathered stitches.
Take a piece of the leather/vinyl, line up the folded edge
of the chiffon with the lower edge
of the leather/vinyl, make sure
the right sides are together and
pin with the chiffon on top.

When the chiffon
piece is folded in
half, you need the
right sides to the
lace to show.
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Insert the leather needle,
then stitch together with
a 5mm seam allowance.
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Step 6 - Top Stitch Leather/Vinyl

Step 8

Attach the Ultra Glide Foot, Even Feed Foot or AcuFeed
Foot.

On the leather/vinyl cuff, centre the velvet ribbon, leaving
a tail on either side. Attach to the cuff by topstitching
along both edges of the ribbon.

Stitch Length: 2.8 - 3.0
Fold the seam allowance towards the back of the
leather/vinyl and topstitch to hold in place.

Step 9 - Optional Embellishment
Step 7 - Top Lace
On the upper edge of the leather/vinyl piece, place the
15cm lace piece and top stitch in place.

For a steampunk look,
decorate with chain,
machine gears and
charms. Use the button
sewing on foot to attach
them or hand stitch.

Place around the wrist and tie with the velvet ribbon.

FINISH.
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