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Accessory of the Month 

March 2026 

PROJECT 

Decorative Crazy Patch Cushion 

CONCEAL® Zipper Foot 

WHAT YOU WILL NEED 

Janome Sewing Machine [used CM8P for Project] 

Janome Quarter Inch Foot O (without Guide) 

Janome Satin Stitch Foot F 

Janome Overcasting Foot M 

Janome CONCEAL® Zipper Foot Z 

Janome Dual Feed AD foot.  

Janome Zigzag Needle Plate 

Janome Purple Tip Needles 

Janome Plastic Bobbin 

Fabric Scissors / Thread Snips 

Quilting Pins 

Small Ironing Board/Ironing Mat and Iron 

Applique Mat 

Seam Ripper 

Erasable Fabric Marker 

HB Pencil 

Quilting Ruler 

FABRIC & NOTIONS 

Fabric A: Brightly Patterned Fabric  

Fabric B & C: White Homespun 

Fabric D: Calico  

Tilda-Fix Lite 

[paper backed fusible web on a release paper] 

Stabilizer: Medium Weight Tear-away  

Coloured Quilting Fabric: 5 or more 

Contrasting Quilting Thread: 1 Reel 

Sewing Thread for Construction 

•  1 Reel (to match White Homespun) 

Invisible Zip 

•  50cm (to match white homespun) 

Cushion Insert: European 65cm x 65cm (26”x 26”) 

CUTTING INSTRUCTIONS 

Fabric A: 1 piece 5.5” x 5.5” (14cm x 14cm) 

Fabric B & C: 2 pieces 15” x 23” (38cm x 58.5cm) 

Fabric D: 1 piece 23” x 23” (58.5cm x 58.5 m) 

Various Patterned/Solid Quilting Fabric  

For 5 fabrics cut: 6 x strips 3”x 26” (8cm x 67cm)  

Tilda Fix Lite: 1 piece 5.5” x 5.5” (14cm x 14 m) 

Tear-away Stabilizer: 24” x 24” (61cm x 61cm) 

Fabric ‘A’ Template see page 7 

CONCEAL is a registered trademark of YKK Corporation 
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STEP 4 

Select the ¼” piecing stitch,                      

located in the Quilt Family. 

On the CM8P this stitch is Q2. 

INSTRUCTIONS - Decorative cushion top 

STEP 1 

Using the downloadable template from page 1, 

transfer the shape on to the wrong side of the 

Tilda-Fix Lite using the HB pencil.  

Cut the shape out and 

following the manufactures 

instructions, attach to the 

wrong side of Fabric A. 

Heat set the shape offset to 

the center of Fabric D.  

STEP 2 

Pin the first strip onto one 

side of Fabric A, with right 

sides together, lining up the 

raw edges.  

STEP 3 

Attach the O foot (without 

guide) to the sewing 

machine, insert purple tip 

needle and thread the 

machine top and bottom 

with the construction 

sewing thread.  

STEP 5 

Starting at the point where Fabric A and the strip 

overlap, position the foot so the needle drop 

position will be ¼” from this intersection point. 

Stitch along the edge creating the seam allowance 

for Fabric A and the first strip.                            

Finish ¼” from the intersection point at the 

opposite end.  

STEP 6 

Open out the seam and press with the iron.  

Using the quilting ruler 

and the erasable fabric 

maker, draw a line from 

the end of Fabric A that 

continues over the top   

of the first fabric strip.  

Trim excess fabric back to this line.  

STEP 7 

Working in a clockwise 

direction, add the second 

strip to the raw edge of 

Fabric A.  

Repeating the process 

from step 2 to step 6.  

STEP 8 

Following the diagram below, continue working    

in a clockwise direction until all of Fabric D is 

covered.  
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STEP 8 

Attach the F foot to the 

sewing machine and 

thread with the 

contrasting quilting 

thread.  

The decorative stitch can be stitched with one 

singular thread colour throughout the project or 

you can change colours 

for each different stitch.  

It is always best to test 

stitches on a scrap piece 

of fabric first.  

STEP 11 

Line up the red triangle at the centre of the foot 

with the beginning of the seam on Fabric A and the 

first strip.            

Following the 

seamline, sew a 

decorative stitch 

and finish where 

the next seams 

meet.  

STEP 9 

Select the first 

decorative stitch.  

 

For example stitch 

#34 from the Quilt menu.  

STEP 12 

Continue working around the block until all 

seams are covered with decorative stitches.  

STEP 13 

Remove the tear-away 

stabilizer from the back 

and press with the iron. 

Trim back to the 23” x 

23” Block (Fabric D). 

STEP 10 

Place the tear-away stabilizer under the fabric and 

take to the sewing machine.  

Pin the layers together if needed. 

Cushion back with invisible zip 

STEP 14 

Attach the M foot to the 

sewing machine and 

thread with the 

construction thread.  

 

Select the 

Overedge Woven 

from the Sewing 

Applications 

Menu.  

If you have an 

overlocker, you may wish to use it to neaten 

around all 4 sides.  
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STEP 15 

Align the edge of Fabric B 

with the foot guide. Stitch 

around all four sides of the 

fabric.  

 

Repeat this step with Fabric C.  

STEP 17 

With right sides together, lay the zip over the top 

long edge of the fabrics B and C (along the 23” side). 

Pin the fabrics together. 

With the erasable fabric marker, mark on the 

fabric where the top and bottom of the zip will sit.  

Stitch in ¾” on both sides—see above image. 

¾ ¾ 

STEP 16 

Attach the F foot to the machine and select 

CONCEAL® Zipper from the Sewing Application 

Menu.  

Select the Lock-A-Matic option. 

STEP 18 

Select the Basting Key. 

STEP 19 

Baste the opening closed ⅛” inside of the previous 

stitch lines.  

⅛” 

STEP 20 

Open out the edge of the fabric on the left side, so 

it is folded back towards the stitch line then press 

it .   

With the zip open, place it right side down on the 

unfolded section of the fabric, making sure the 

zipper teeth face towards the basted opening.  

Pin to hold in place.  
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STEP 21 

Attach the CONCEAL® 

zipper foot to the machine. 

 

Select ‘Right of Teeth’ key.  

STEP 22 

Place the pinned zip under 

the foot, the coil should 

be in the left channel 

under the foot.  

Check the needle will 

penetrate the zipper tape, 

directly next to the coil.  

You can move the needle closer 

to the coil if necessary by 

adjusting the needle position to 

the left side using the stitch width adjustment key.  

STEP 24 

Close the zip and open out the folded side. 

Carefully pin the opposite sides together. Reopen 

the zip.  

STEP 23 

Stitch down the zip using 

backstitch to lock the stitch 

at the beginning and end.  

STEP 24 

Select ‘Left side of tape’ key. 

STEP 25 

Place the pinned zip    

under the foot, with the 

coil in the right channel 

under the foot.  

Check the needle drop 

position. When happy 

with the alignment, stitch down the zip using 

a backstitch at beginning and end.  

STEP 26 

Remove the basting 

Stitch. 

Press with the iron. 

Cushion Cover Construction 

STEP 27 

Open the zip half-way, 

take cushion top and 

place on a flat surface. 

Place cushion back over 

the top , right side down, 

lining up the sides with 

the cushion top.  

Pin the two sections together.  
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STEP 28 

Attach the Dual Feed AD foot 

to the sewing machine. 

 

 

 

Select Utility Stitch 2 
 

Engage the AcuFeed Key. 

STEP 29 

Align the edge of the foot 

with the edge of the fabric 

then stitch around all four 

sides.  

 

 

STEP 30 

Turn out the cushion cover through the open zip 

and press with the iron.  

Add in the European cushion insert, adjusting as 

required to fit the cushion cover.  

FINISH 
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Decorative Crazy Patch Cushion - Template

1

Using a HP pencil, transfer 
the shape onto the wrong 
side of the Tilda-Fix light. 

Template


